
50 01  대기 환경 측정기 01  대기 환경 측정기 51

Available with 3 or 4 Channels

1mm Annular Spacing

#30 Thread on Both Ends to Allow Direct Connection to Cyclones, 

Filter Packs and Other URG Components

Quality of material 

Dimensions 

Weight 

Teflon®

28mm OD x 150mm Length (URG-2000-30x150-3CSS)

28mm OD x 242mm Length (URG-2000-30x242-3CSS)

67 lbs. (URG-2000-30x150-3CSS)

1 lbs. (URG-2000-30x242-3CSS)

아뉼러 디뉴더 대기  |  실내  |  작업환경

Annular Denuders 

S P E C I F I C A T I O N S

Teflon®

5" (2-Stage)

1 lbs

2 5/8"

Designed to Contain 47mm Filter Media

#30 Thread at Inlet to Allow Direct Connection to Annular Denuders, 

Manifolds, Cyclones and Other URG omponents

Quality of material 

Height 

Weight 

Largest Outer Diameter

Model : 1,2,3,4 stage

필터 팩 대기  |  실내  |  작업환경

Filter Pack

Features특징용도 Applications

+ 테팔론 재질의 스크린 채용으로 매체 사이의 반응 방지

시료의 분석을 위한 건전성 보장

최대 4 stage로 실험 용도에 적합하게 선택 가능

진공 펌프에 쉽게 탈부착 가능

+ 실내 및 대기 중의 입자, 가스 동시 포집

+

+

S P E C I F I C A T I O N S

Model : URG-2000-30x150-3CSS, URG-2000-30x242-3CSS     

Features특징용도 Applications

+ Glass 재질로 간섭 물질 영향 없음

스테인레스 외장재로 인한 내구성 강화

3 Channel로 반응 면적을 넓게 하여 Gas 채취 효율 극대화

직선 형태로 입자상 물질 간섭 차단

+ 실내 및 대기 중 가스상 물질 채취

+

+

+ +


