
Gas Ranges     Detection Principle

   Oxygen Cell Lifetime

   Range

   Response Time, T90

CO2 and CH4 by dual wavelength infra-red cell with reference channel 

O2, CO, NH3 and H2S by internal electrochemical cells 

Approximately 3 years in air 

CH4 

CO2 

O2  

NH3  

H2S  

CO   

CH4, CO2, O2 

Pressure ±500 mbar

NH3, H2S, CO 

0∼70% to specification, 0∼100% reading 

0∼40% to specification, 0∼100% reading 

0∼25%

0∼1000 ppm

0∼200 ppm 

0∼500 ppm

≤20 seconds 

≤60 seconds  

   Typical Accuracy Gas 

CH4 

CO2  

O2 

0∼5% Volume

±0.5% 

±0.5% 

±1.0% 

 5∼15% Volume

±1.0% 

±1.0% 

±1.0% 

 15%∼FS 

±3.0% 

±3.0%

±1.0% 

Features특징

+

+ +

+

+

+ +

+ +

+

+

+

CH4 0∼100%, CO2 0∼50%, O2 0∼25%, H2S 0~500 ppm, 

NH3 0~1000ppm(CO 0~2000ppm) 측정범위 

이중 파장 NDIR센서에 의해 정확한 측정 가능

H2S 및 H2 가스에 영향을 받지 않는 CO 센서 채용

300㎖/min 용량의 흡인 펌프가 내장되어 밀폐된 장소도 측정 가능

측정값, 시간, 일자 및 장소를 최대 850개까지 저장 가능

CH4 최대값, CH4 LEL, 대기압 및 가스 측정공 압력 측정 가능

저속 및 고속의 가스 유량과 온도 측정 가능

충전용 밧데리로 연속 10시간 이상 측정 가능, 충전 시간은 2시간

CH4, CO2, O2, H2S, NH3 측정기

용도 Applications

용도 Applications

+

+

+

+

매립지 배출 가스 중 CH4, CO2, O2, H2S 및 NH3 (CO)를 

동시에 측정

슬러지 소화조, 음식물 퇴비화 장치 등의 발생 가스 측정

가축 분뇨 발효 장치, 미생물 발효 장치 등의 가스 측정

Portable Landfill Gas Analyzer 

S P E C I F I C A T I O N S

40 ×16자의 LCD 대형 화면

표준 가스에 의해 사용자가 쉽게 교정 가능

매 측정후 자동으로 센서를 깨끗한 공기로 세정하여 

센서 수명 연장

외부 센서에 의한 SO2, NO2, Cl2, H2 및 HCN 추가 

측정 가능(선택사양)

ATEX 승인

Model : GA2000 plus

Facilities     Temperature Measurement

   Temperature Accuracy

   Visual and Audible Alarm

   Communications

   Relative Pressure

Pump     Typical Flow

   Vacuum Pull

Environmental Conditions    Operating Temp Range

   Relative Humidity

   Case Seal

Power Supply    Battery Type

   Battery Life

With optional probe - 10℃ to +75℃ 

±0.2℃(Probe accuracy) 

User selectable CO2, CH4 and O2 alarm levels via Datafield comms 

RS232 protocol via download lead with variable baud rate 

±250 mbar from calibration pressure  

300 cc/min 

400 cc/min approximately 

0℃∼40℃ 

0∼95% non condensing 

Ip65 

Rechargeable Nickel Metal Hydride battery pack 

Typical use 10 hours from fully charged 

NH3   

H2S   

CO   

±10% FS 

±10% FS 

±10% FS 

1 ea

1 ea

1 ea

1 ea

1 ea

1 ea

1 ea

1 ea

1 ea

1 ea

1 ea

1 ea

1 ea

1 ea

1 ea

1 pk

1 pk

1 ea

1 ea

1 ea

1 ea

1 ea

1 ea

1 ea

1 ea

1 ea

Gas Analyzer Manager Software (CD Media)

USB Communication Lead

Temperature Probe

Gas Flow Pod (0-12L/hr)

SO2 Gas Pod, 0-20.0ppm

SO2 Gas Pod, 0-100.0ppm

NO2 Gas Pod, 0-20.0ppm

CL2 Gas Pod, 0-20.0ppm

H2 Gas Pod, 0-1,000ppm

HCN Gas Pod, 0-100.0ppm

H2S Gas Pod, 0-5,000ppm

H2S Gas Pod, 0-50ppm

H2S Gas Pod, 0-200ppm

H2S Gas Pod, 0-1,000ppm

CO Gas Pod, 0-1,000ppm

Inlet Port Filters, 10/pk

In-Iine Water Trap Filters, 10/pk

Calibration Gas, mixture one (CH4 5%, CO2 5%, O2 6%)

Calibration Gas, mixture two (CH4 60%, CO2 40%)

Fine Control Valve

Soft Carry Case

GA2000 plus Landfill Gas Analyzer

Sample tube

In-Line water trap and battery charger

Manual

Hard Carry Case

   Case Material

   Keys

   Display

Certification Rating  

Anti-static ABS 

Membrane panel 

Liquid crystal display 40×16characters. Fibre optic woven back-light 

for low light conditions 

Certified to EEx ibd ⅡA T1   

Physical     Weight

   Size

2 kg

252mm(L)×190mm(W)×63mm(D) 

R E C O M M E N D E D  A C C E S S O R I E S

O P T I O N A L  A C C E S S O R I E S

C O N F I G U R A T I O N S

Pressure ±500 mbar
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